Name of work : Construction

Section-6 : Bill of Quantities

MODS Zone-6, Dhaka WASA.

of Intermediate Sewer Manhole at different area under |

Description of Work

Qty. | Unit

| UnitRate | Total Taka

2

3 4

g &

J»SI No
| 1
|

Earth work in excavation in all kinds of soil for foundation
[ trenches including layout, providing center lines, local bench-
mark pillars, levelling, ramming and preparing the hase, fixing
- bamboo spikes and marking layout with chalk powder,
providing necessary  tools  and plants. protecting  and
ntaintaining  the trench dry erc., stacking, cleaning  the
excavated earth at a safe distance out of the area enclosed by
the layout ete. all complete and accepted by the Engineer-in-
charge, subject to submit method statement of carrying out
excavation work to the Engineer-in-charge for approval.
However, engineer’s approval shall not relieve the contractor of

].. his responsibilities and obligations under the contract,
i Earthwork in excavation in foundation trenches up to 1.5 m
| depth and maximum 10 m [ead

121.50 | P/cum

168 20412.00

ILLI
|
L

|! One layer brick flat soling in foundation or in Tloor with first

class/picked jhama bricks (BDS 208) including preparation of
bed and filling the interstices with local sand, leveling ete.
complete and accepted by the Engineer-in-charge.

22.69 | P/sg.m

636 | 1442925 ,

|

| 4
i_ 5

|

| 5

Reinforced cement concrele works with minimum cement
contenl relates to mix o 1:2:4 having maximum water
cement ratio = (.45 and minimum fer = 26 MPa, satisfying a
specified compressive strength Pe= 19 MPa at 28 days on

standard cylinders as per standard practice of Code ACI /

BNBC, cement con forming to BDS EN-197-1-CEM-1, 52.5N,
| best quality sand [50% quantity of best local sand (F.M. 1.2)
" and 50% quantity of Sylhet sand or coarse sand of equivalent
F.M. 2.2] and 20 mm down well graded picked jhama brick
chips conforming to ASTM €-33 including conducting
necessary tests, breaking chips and screening, making and
placing shutter in position maintaining true to plumb, making
shutter water-tight preperly, placing reinforcement in position;
mixing in standard mixer machine with hopper fed by standard
measuring boxes. casting in forms, compacting by vibrator
machine and curing at least for 28 days, removing centering-
shuttering afler specified time approved; including cost of
walter, electricity, other charges etc., all complete. approved and
aceepted by the Engineer-in-charge. (Rate is excluding
luboratory test fees, the cost of reinforcement and  its
| fabrication, placing, binding etc. and the eost of shuttering &
| cenlering),

4.54 - | Pleum

10292 46699.95

Extra over item 3/1 for the provision of Mild steel reinforcing
J rods{40grade) all in accordance with the technical
| specification and standard drawings. The rate 10 include for
{ supply transportation cleaning of [eose rust and bending cutting

| and fixing with G. 1. Binding wire

586.33 | PiKg

100 58633.20

Mass concrete (1:2:4) in foundation or in floor with cement,
sand (F.M. 1.2) and picked jhama brick chips including
breaking of chips, screening. mixing. laying, compacting to
required level and curing for at least 7 days including the
supply of water, electricity, costs of tools & plants and other
charges eie. all complete and accepted by Engineer-in-charge,

| (Cement: CEM-I1 / B-M)
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51 No | Description of Work Qty. Unit | UnitRate | Total Taka
3] 2 : 3 4 5 B

' rw.‘*'lass concrete in foundation { 1:2:4) with brick chips and local 155 | pleum | 10504 317277.44
| sand of FM. 1.2,

[ Brick works with first class bricks with cement sand (F.M. 1.2)
mortar  (1:6)  in  foundation and plinth, filling the
joints/interstices  fully with mortar, racking out the joims.
6 | cleaning and soaking the bricks at least for 24 hours before use | 19.79 | Pleum 9140 180888.20
and curing at least for 7 days etc. all complete including cost of

water. electricity and other charges and accepted by the

| Envineer-in-charpe.{Cement: CEM-11/B-M)

"Supply and Fitting Cast lron Step-lrons to manholes and

service pits, all in accordance with the Technical Specification

- | ’;1:] the Stapdzrird Dﬂtailis Drm:.fings. jl'h:: rate 10 Jim:ludt:rfur 18.00 NI ' 600 10800.00

ilumen painting of the step-frons (including the supply of

materials) and building in to the chamber walls as brickwork
erection proceeds.

" Shore protection work during excavation in foundation trenches
| beyond 1.5 m depth 1o protect loss due to damage of property

by palisading accepted by the Engineer-in-charge. [The rate is 122.40 | P/sqm 1047 128152.80

| including the cost of vertical post] = N
. : Grand  Total Tk.= #497,293.00/
_ r

In words: “Four|akh ninety-seven thousand two hundred and ninety-three Taka Only i \

e R

Tender price quoted by the tenderer : O, SL % ( daks %{'&:-A’tjﬂ ¥ percent) Above/Less/
As per the total estimated cost in the BOQ

.--""--

L

—
Total Tk. : lﬁﬁ?ﬁof" __J_______:;{f--.----fff‘“_ e
i

-
—

Not = il —
NOLe 2 —A
= /%?(‘;J
| Tenderers shall quote on the basis of percentage above helow or asper” of the total estimated cost of th’?ﬂd 5
both in figures and in word the blank space provided in the priced BOQ. Any change or modification by the
tenderer in the unit rate (s) or price (s) of the line item (s) if the priced BOQ shall lead to rejection of the
particular tender. The price to be quoted in the tender submision letter (From PW2b-1) shall be the total price
of the tender in accordance with (1T Clause-21.11
It is suggested that the lenderer uses these sheets of the BOQ in order to aboid any manipulation distortion and
inadvertent mistakes or pmmaossion in course of prepering the tenderer.
Tenderers profit overheads VAT and all other charges including corresponding incidental service charges for
banking shall be deemed included in all the unit rates and prices in the BOQ against each basis item or activity
and thus forth the total tender price quoted By the tenderers.

Sign and Address of Contractor : | %%\ﬁvs/
LY :

{Engr. Md. Emranul Islam)
Exccutive Engineer
MODS Zone-6, Dhaka WASA
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