
MERCY ENTERPRISE

Priced Bill of Quantities (BOQ)

Unit Rate Basis

Estimate by the Procuring Entity

Item
No. Group

Item
Code

(If
any)

Description of
Items of Works
(specifications

preferably built-in)
Unit Quantity

Unit
rates or
prices

(in
figures)
(BDT)

Unit
rates or
prices

(in
words)
(BDT)

Amount
(in figure)

(BDT)

Amount
(in

words)
(BDT)

I
have
seen

1 civil 32.6.1.1

Dismantling of R.C.C.
beam, lintel, column,
drop wall, sun shade
from any height and

removal of debris to a
safe distance.

cum 7.339 3928.001

Three
Thousand

Nine
Hundred

and
Twenty-

Eight
point

Zero Zero
One

28827.599

Twenty-
Eight

Thousand
Eight

Hundred
and

Twenty-
Seven

point Five
Nine Nine

I
have
seen

2 civil 32.5.1.2

Dismantling of
unserviceable/damaged

brick works (with
cement or lime mortar)

of thickness 75/125 mm
in foundation and

superstructure and
removal of debris to a

safe distance.

sqm 106.047 62.001

Sixty-Two
point

Zero Zero
One

6575.020

Six
Thousand

Five
Hundred

and
Seventy-

Five point
Zero Two

I
have
seen

3 civil 2.1.2

Earth work in
excavation in all kinds

of soil for foundation
trenches including

layout, providing center
lines, local bench-mark

pillars, levelling,
ramming and preparing

the base, fixing bamboo
spikes and marking

layout with chalk
powder, providing

necessary tools and
plants, protecting and

maintaining the trench
dry etc., stacking,

cleaning the excavated
earth at a safe distance

out of the area enclosed
by the layout etc. all

complete and accepted
by the Engineer-in-

charge, subject to
submit method

statement of carrying
out excavation work to
the Engineer-in-charge
for approval. However,

engineer?s approval

cum 9.068 168.001

One
Hundred

and Sixty-
Eight
point

Zero Zero
One

1523.433

One
Thousand

Five
Hundred

and
Twenty-

Three
point
Four

Three
Three

I
have
seen



shall not relieve the
contractor of his

responsibilities and
obligations under the

contract. .Earthwork in
excavation in foundation

trenches up to 1.5 m
depth and maximum 10

m lead

4 civil 3.1.1

One layer brick flat
soling in foundation or

in floor with first
class/picked jhama

bricks including
preparation of bed and

filling the interstices with
local sand, levelling etc.
complete and accepted

by the Engineer-in-
charge

sqm 14.884 636.001

Six
Hundred

and
Thirty-Six

point
Zero Zero

One

9466.239

Nine
Thousand

Four
Hundred

and Sixty-
Six point

Two
Three
Nine

I
have
seen

5 civil 3.7

Supplying and laying of
single layer polythene

sheet weighing one
kilogram per 6.5 square

meter in floor or
anywhere below cement
concrete complete in all

respect and accepted
by Engineer-in-charge.

sqm 14.884 47.001

Forty-
Seven

point
Zero Zero

One

699.563

Six
Hundred

and
Ninety-

Nine
point Five
Six Three

I
have
seen

6 civil 7.1.2

Reinforced cement
concrete works with

minimum cement
content relates to mix

ratio 1:2:4 having
maximum water cement

ratio = 0.45 and
minimum f'cr = 26 MPa,

satisfying a specified
compressive strength

f'c= 19 MPa at 28 days
on standard cylinders

as per standard practice
of Code ACI/BNBC

/ASTM, cement
conforming to BDS

EN-197-1-CEM-I, 52.5N
(52.5 MPa) / ASTM-C

150 Type ? I, best
quality sand [50%

quantity of best local
sand (F.M. 1.2) and

50% quantity of Sylhet
sand or coarse sand of

equivalent F.M. 2.2] and
20 mm down well

graded picked jhama
brick chips conforming

to ASTM C-33 including
conducting necessary
tests, breaking chips

and screening, making
and placing shutter in

position maintaining
true to plumb, making

shutter water-tight
properly, placing

cum 15.523 10651.001

Ten
Thousand

Six
Hundred

and Fifty-
One point
Zero Zero

One

165335.489

One Lakh
Sixty-Five
Thousand

Three
Hundred

and
Thirty-

Five point
Four
Eight
Nine

I
have
seen



reinforcement in
position; mixing in

standard mixer machine
with hopper fed by

standard measuring
boxes, casting in forms,
compacting by vibrator
machine and curing at

least for 28 days,
removing centering-

shuttering after
specified time approved;

including cost of water,
electricity, other charges

etc. all complete,
approved and accepted

by the Engineer-in-
charge. (Rate is

excluding laboratory test
fees, the cost of

reinforcement and its
fabrication, placing,

binding etc. and the cost
of shuttering &

centering). Pedestal,
column, column capital,

lift wall and wall up to
ground floor

7 civil 7.18.1

FORMWORK (Wooden)
for boundary wall, gate,

centry post etc.
Centering and

shuttering, including
strutting, propping etc.

and removal of form for:
Individual and combined

footings

sqm 215.885 523.001

Five
Hundred

and
Twenty-

Three
point

Zero Zero
One

112908.071

One Lakh
Twelve

Thousand
Nine

Hundred
and Eight

point
Zero

Seven
One

I
have
seen

8 civil 2.10.1

Sand filling in
foundation trenches and

plinth with sand having
F.M. 0.5 to 0.8 in 150
mm layers including

leveling, watering and
compaction to achieve

minimum dry density of
95% with optimum

moisture content
(Modified proctor test)

by ramming each layer
up to finished level as

per design supplied by
the design office only,

all complete and
acceptedby the

Engineer-in-charge.

cum 87.284 1088.001

One
Thousand

AND
Eighty-

Eight
point

Zero Zero
One

94965.079

Ninety-
Four

Thousand
Nine

Hundred
and Sixty-
Five point

Zero
Seven

Nine

I
have
seen



9 civil 4.15

125 mm brick work with
first class bricks in

cement sand (F.M. 1.2)
mortar (1:6) and making

bond with connected
walls including

necessary scaffolding,
raking out joints,

cleaning and soaking
the bricks for at least 24

hours before use and
washing of sand curing
at least for 7 days in all
floors including cost of

water, electricity and
other charges etc. all

complete and accepted
by the Engineer.

(Cement: CEM-II/A-M)In
ground floor

sqm 282.791 1373.001

One
Thousand

Three
Hundred

and
Seventy-

Three
point

Zero Zero
One

388272.326

Three
Lakh

Eighty-
Eight

Thousand
Two

Hundred
and

Seventy-
Two point

Three
Two Six

I
have
seen

10 civil 15.3

Minimum 12 mm thick
cement sand (F.M. 1.2)

plaster with neat
cement finishing to

dado (1:4) with cement
up to 150 mm below

ground level with neat
cement finishing

including washing of
sand, finishing the

edges and corners and
curing at least for 7
days, cost of water,
electricity and other

charges etc. all
complete in all respect

as per drawing and
accepted by the

Engineer. (Cement:
CEM-II/A-M)

sqm 1130.649 395.001

Three
Hundred

and
Ninety-

Five point
Zero Zero

One

446607.486

Four
Lakh

Forty-Six
Thousand

Six
Hundred

and
Seven

point
Four

Eight Six

I
have
seen

11 civil 08.1.2

Grade 400 (RB 400 /RB
400W: complying BDS

ISO 6935-2:2006)
ribbed or deformed bar
produced and marked

according to
Bangladesh standard,

with minimum yield
strength, fy (ReH)= 400

MPa but fy not
exceeding 450 MPa and

whatever is the yield
strength within

allowable limit as per
BNBC/ ACI 318, the

ratio of ultimate tensile
strength fu to yield

strength fy, shall be at
least 1.25 and minimum
elongation after fracture

and minimum total
elongation at maximum

force is 16% and 8%
respectively : up to

ground floor.

kg 2050.011 100.001

One
Hundred

point
Zero Zero

One

205003.150

Two Lakh
Five

Thousand
AND

Three
point One

Five

I
have
seen



12 civil 16.3.1

Standard synthetic
enamel paint of

approved best quality
and colour delivered

from authorized local
agent of the

manufacturer (Berger
jhilik synthetic

enamel/Elite quick
drying/Asian decora
synthetic enamel or

equivalent brand) in a
sealed container, having

high water resistance,
high bondibility,

flexibility property; using
specified brand thinner
applying to metallic or

wooden surface by
brass/roller/spray

machine in 2 coats over
single coat anti-

corrosive coating
including cleaning,

drying, making free from
dirt, grease, wax,

removing all chalked
and scaled materials, all

complete in all floors
and accepted by the
Engineer-in-charge.

sqm 40.093 229.001

Two
Hundred

and
Twenty-

Nine
point

Zero Zero
One

9181.337

Nine
Thousand

One
Hundred

and
Eighty-

One point
Three
Three
Seven

I
have
seen

13 civil 21.9

Supplying, fitting and
fixing 12 BWG barbed

wire fencing in a circular
shape of 600 mm dia

and 100 mm pitch fitted
with MS rod casing

(made by 8 nos. 10 mm
dia plain bar in a

circular pattern and
placed at equal interval
), 38 x 38 x 6 mm M.S.

angle post (300 mm
embedded in R.C.C. or

in brick work with a
cement concrete base

of 75 mm x 75 mm x
300 mm) and 600 mm

vertical and 450 mm
inclined placed @ 3.0 m

c/c including
straightening, binding

the joints with 18 BWG
wire, making holes in

the angle etc. including
supply of all necessary

materials complete in all
respect and accepted

by the Engineer-in-
charge. (Rate is

excluding the cost of
Painting).

m 115.854 2553.001

Two
Thousand

Five
Hundred

and Fifty-
Three
point

Zero Zero
One

295775.378

Two Lakh
Ninety-

Five
Thousand

Seven
Hundred

and
Seventy-

Five point
Three
Seven

Eight

I
have
seen

14 civil 16.11

Approved best quality
and colour synthetic
polyvinyl distemper

delivered from

sqm 1225.950 213.001

Two
Hundred

and
Thirteen

261128.576

Two Lakh
Sixty-One
Thousand

One

I
have
seen



authorized local agent
of the manufacturer in a

sealed container,
applying to wall and
ceiling with surface

preparation including
cleaning drying, making

free from dirt, grease,
wax, removing all

chalked and scaled
materials, fungus,
mending good the

surface defects using
sand paper and

necessary scaffolding;
applying 1 coat of

interior sealer of
specified brand on

prepared surface; then
applying 1 coat of

interior putty of specified
brand for levelling, spot

filling, crack filling and
cutting by sand

paper/zero water paper;
finally applying 2 coats

of synthetic polyvinyl
distemper spreading by

brush/roller/spray &
necessary scaffolding

etc. upto desired
finishing, elapsing

specified time for drying
or recoating; all

complete in all floors
and accepted by the
Engineer-in-charge.

point Zero
Zero One

Hundred
and

Twenty-
Eight

point Five
Seven Six

15 civil m/r

Providing WASA
monogram at the out

side the boundary wall
asper approved block in

a hardboard including
painting & writing and
asper direction of the

engineer in charge.

each 25.000 1000.001

One
Thousand

point
Zero Zero

One

25000.025

Twenty-
Five

Thousand
point

Zero Two
Five

I
have
seen

16 civil 19.2.1

Supplying, fitting, fixing,
and installation of

ordinary type M.S.
security gate of any

design and shape with
50 mm x 50 mm x 6 mm
M.S. angle outer frame
and 02 (two) 50 mm x
50 mm x 6 mm angle

placed diagonally
having 22 mm dia M.S.
rod placed vertically @

115 mm c/c. and also
38 mm x 6 mm F.I

placed horizontally, the
bottom part covered

with 3 mm thick M.S.
sheet providing locking
arrangements on 3 mm

thick M.S. plate
providing heavy type

sqm 19.331 6696.001

Six
Thousand

Six
Hundred

and
Ninety-

Six point
Zero Zero

One

129440.395

One Lakh
Twenty-

Nine
Thousand

Four
Hundred

and Forty
point

Three
Nine Five

I
have
seen



clamps fitted and fixed
with the outer frame of

the main gate, the
clamp being embedded

in R.C.C. or R.C. core
pillar with cement

concrete (1:2:4) in
masonry including
cutting holes and

mending good the
damages, finishing,
curing etc. including
fabrication, riveting,

welding as and where
necessary, etc. all

complete as per
drawing, design and

accepted by the
Engineer-in-charge.

Grand
Total:

2180709.166

Twenty-
One Lakh

Eighty
Thousand

Seven
Hundred
and Nine

point One
Six Six

This Priced Bill of Quantities (BOQ) is Electronically Signed by Mrs. Zobaida Khatun on behalf of MERCY ENTERPRISE


